
Applications Morse taper toolholders are designed  
for drawbar thread application. They can be used on milling 
or combined drilling-milling machines as well as on  
boring machines. For drilling machines we supply the  
corresponding tangs (ATL) on request.

Special applications When extra high clamping force is  
needed, e.g., when tapping with ER-GB, we recommend 
the use of our friction-bearing clamping nuts Hi-Q® / ERB 
and Hi-Q® / ERBC.

Matched tooling system for best fit For highest precision  
and best results the whole system counts. Therefore  
REGO-FIX components are carefully matched for optimum  
fit and accuracy. This guarantees the best runout and balance.
For the influence of runout on tool life see the graph page 270.

Accessories are not included in delivery.

Expert advice

We recommend tightening the clamping nuts with our 
torque wrench.

For tightening torque recommendations, please refer to page 293.

MK interface

Morse taper toolholders MK

Dimensions [mm]

Type D A

MK

MK 1 12.06 3.5

MK 2 17.78 5.0

MK 3 23.82 5.0

MK 4 31.26 6.5

MK 5 44.39 6.5

MK 1 – 5
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270212500  MK2_ER25X052  HS

Skizzenfaktor 0.35

Schriftfaktor 0.7

Schraffurfaktor 1

L

GSW D

Morse taper toolholders MK

Tangs ATL

MK

DIN 228-A

Dimensions [mm] Accessory

Type Part no.  D  L  G  SW  Wrench

MK 1

MK 1 / ER 16 x 041 2701.11600 28 93.5 M 6 17 E 16 P

MK 2

MK 2 / ER 20 x 049 2702.12000 34 111.5 M 10 22 E 20 P

MK 2 / ER 25 x 052 2702.12500 42 115 M 10 27 E 25

MK 2 / ER 32 x 060 2702.13200 50 123 M 10 32 E 32

MK 3

MK 3 / ER 25 x 052 2703.12500 42 132 M 12 27 E 25

MK 3 / ER 32 x 070 2703.13200 50 150 M 12 32 E 32

MK 4

MK 4 / ER 32 x 060 2704.13200 50 161.5 M 16 32 E 32

MK 4 / ER 40 x 082 2704.14000 63 183 M 16 41 E 40

MK 5

MK 5 / ER 40 x 064 2705.14000 63 192 M 20 41 E 40

MK 5 / ER 50 x 086 2705.15900 78 214 M 20 50 E 50

Included in delivery: toolholders come with Hi-Q® / ER clamping nut and back-up screw

MK / ER

722105000  ATL20/MK5

Skizzenfaktor 0.5

Schriftfaktor 0.7

Schraffurfaktor keiner

L

GD

Dimensions [mm]

Type Part no. G D L

Tangs ATL

ATL 6 / MK 1 7221.01000 M 6 8.5 21.5

ATL 10 / MK 2 7221.02000 M 10 13.5 30.5

ATL 12 / MK 3 7221.03000 M 12 18.5 35

ATL 16 / MK 4 7221.04000 M 16 24.5 41

ATL 20 / MK 5 7221.05000 M 20 35 52
ATL / MK
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